Cross recessed flat countersunk head tapping screws

Phillips H, with cone end type C

Tornillos autorroscantes con cabeza avellanada
con hueco cruciforme Phillips tipo H y extremo cénico tipo C
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DIN 7982 C
~ISO 7050

Steel case-hardened 450 HV
Acero cementado templado 450 HV

M zinc plated blue / cincado pasivado azul

'r,' DIN 7982: Standard withdrawn
P AR — Estandar descatalogado
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di1 ST 2,2 [ ST2,9 | ST 3,5 [(ST3,9)| ST4,2 [ ST4,8 | ST5,5 | ST 6,3
d2 max. 43 55 68 75 81 95 10,8 12,4
k-~ 13 1,7 2.1 23 25 3 34 38
Phillips| 1 . 2 2 2 2 3 3
m -~ 25 3 42 46 47 5.1 6,8 71

fan

Further information with design guidelines
Otros datos con consejos de disefio.

O Countersink must be designed according to the corresponding standard!
Dimensionar el asiento de acuerdo con la norma correspondiente

Fasteners steel case-hardened > 320 HV with electroplated coatings: Susceptible to hydrogen embrittlement!

Elementos de fijacion > 320 HV cincado pasivado azul: jriesgo de fragilizacién por hidrégeno!

BN 995 B
dq L wd /% W] dq L el /% [nw)) d4 L pd /% 0]
ST 2,2 4.5 [ ] 200 | ST 3,9 16 [ ] 200 | ST 4,8 38 [ ] 100
6,5 [ ] 200 19 [ ] 200 45 [ ] 100
9,5 [ ] 200 22 [ ] 200 50 [ ] 100
13 [ ] 200 25 [ ] 200 | ST5,5 13 [ ] 100
ST 2,9 6,5 [ ] 200 32 [ ] 200 16 [ ] 100
9,5 [ ] 200 38 [ ] 200 19 [ ] 100
13 [ ] 200 45 [ ] 200 22 [ ] 100
16 o 200 | ST 4,2 9,5 [ ) 100 25 [ ) 100
19 o 200 13 [ ) 100 32 [ ) 100
22 o 200 16 [ ) 100 38 [ ) 100
25 [ ] 200 19 [ ) 100 45 [ ) 100
32 [ ] 200 22 [ ) 100 50 [ ) 100
ST 3,5 9,5 [ ] 200 25 [ ) 100 | ST 6,3 13 [ ) 100
13 [ ] 200 32 [ ] 100 16 [ ] 100
16 [ ] 200 38 [ ] 100 19 [ ] 100
19 [ ] 200 45 [ ] 100 22 [ ] 100
22 [ ] 200 50 [ ] 100 25 [ ] 100
25 [ ] 200 | ST 4,8 13 [ ] 100 32 [ ] 100
32 [ ] 200 16 [ ] 100 38 [ ] 100
38 [ ] 200 19 [ ] 100 45 [ ] 100
45 [ ] 200 22 [ ] 100 50 [ ] 100
ST 3,9 9,5 o 200 25 [ ) 100
13 [ ] 200 32 [ ) 100
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Cross recessed flat countersunk head tapping screws
Pozidriv Z, with cone end type C

Tornillos autorroscantes con cabeza avellanada
con hueco cruciforme Pozidriv tipo Z y extremo cénico tipo C
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DIN 7982 C

~ISO 7050

Steel case-hardened 450 HV
Acero cementado templado 450 HV

M zinc plated blue / cincado pasivado azul

DIN 7982: Standard withdrawn
Estandar descatalogado
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d1 ST 2,2 | ST2,9 | ST 3,5 |(ST3,9)| ST4,2 | ST4,8 | ST5,5 | ST 6,3
d2 max. 4,3 5,5 6,8 7,5 8,1 9,5 10,8 12,4
k ~ 1,3 1,7 2,1 2,3 2,5 3 3,4 3,8
Pozidriv| 1 1 2 2 2 2 3 3
m~ 2,4 2,8 4 4,2 44 5 6,3 7
E Fasteners steel case-hardened > 320 HV with electroplated coatings: Susceptible to hydrogen embrittlement!

@ L=V Elementos de fijacion > 320 HV cincado pasivado azul: jriesgo de fragilizacion por hidrogeno!

O Countersink must be designed according to the corresponding standard!

ﬂ Dimensionar el asiento de acuerdo con la norma correspondiente

Screwdriver Bits 1/4": BN 31514 and BN 31516 / CG 1

e— Puntas de destornillador 1/4": BN 31514 y BN 31516 / GC 1

BN 14066 | |

dy L wd / % ™ d4 L wd / o d4 L wd / ™
ST 2,2 4,5 [ J 200 | ST 3,9 13 [ ] 200 | ST 4,8 38 [ ] 100
6,5 [ 200 16 [ ] 200 45 [ ] 100
9,5 [ 200 19 [ ] 200 50 [ 100
13 [} 200 25 [ ] 200 | ST5,5 13 [ ] 100
16 o 200 32 [ ] 200 16 [ ] 100
ST 2,9 6,5 [ 200 38 [ ] 200 19 [ ] 100
9,5 [ 200 | ST 4,2 9,5 [ ] 100 25 [ ] 100
13 [ 200 13 [ ] 100 32 [ ] 100
16 [ J 200 16 [ ] 100 38 [ ] 100
19 [ J 200 19 [ ] 100 50 [ ] 100
25 [ J 200 25 [ ] 100 | ST 6,3 13 [ ] 100
ST 3,5 9,5 [ J 200 32 [ ] 100 16 [ ] 100
13 [} 200 38 [ ] 100 19 [ ] 100
16 [} 200 50 [ ] 100 25 [ ] 100
19 [} 200 | ST 4,8 13 [ ] 100 32 [ ] 100
25 [} 200 16 [ ] 100 38 [ ] 100
32 o 200 19 [ ] 100 45 [ ] 100
38 [ 200 25 [ ] 100 50 [ ] 100

ST 3,9 9,5 [ 200 32 [ ] 100
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